
High light proofing 
level I.

Material

Easy and quick
to assembly.

High reflective mylar 
inside (95%).

The material is
washable inside
and outside.

Equipment tubes
that can support up
to 20 kgs.

Waterproof tray.

Ventilation windows with 
exterior flap.

Extraction sock.Cables socks.

Thicker fabric 
with mylar 
(190 D).

Strong light proof zip.
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DARK PROPAGATOR R1 XX LIGHTING INSIDE DIMENSIONS WEIGHT FABRIC TUBES CORNER WATER TRAY PLASTIC TRAYS CONFIG PLASTIC TRAY DIM DOOR ZIP REMOV. HANDLING TUBES SOCKETS BAG 

REF DESIGNATION Advised w d h Net Reflection Thickness LightProof Diam. Thick. Mat. Mat. Material Removable Height Shelves Tray # Tray # Tray 
# 

Height L W Weight Front Type 120 cm 90 cm 60 cm Sock Extraction Cables #

CFL cm cm cm kg Level mm mm Type Type Type cm h (cm) / Shelf Max Inc. cm cm cm / Tray # mm # # # Layer Ø 
(mm)

# Ø 
(mm)

#

DP90 Dark Propagator 90x60x60 cm 1x TN2x55 90 60 60 3,2 95% 190D I 15,9 0,5 Steel Plastic 70D yes 8 60 1 1 Op-
tion

2,5 60 40 20 kg 1 10 - 1 2 Sing 0 152 76 1 -

DP 120120 cm

125 cm

60 cmDP 9060 cm

90 cm

60 cm


